
 

New ñHalf Panelò 
 

 With the new Genstone Half Panels, 
 

 fitting panels for your job takes just 
 

 three cuts and youôre done. 
 

1-800-660-0328 

Easier fit in odd spacing 
 

Reduces cutting for wall spacing 
 

Conveniently reduces waste 
 

 
 

 

Hereôs a step by step guide 
 
Note: Genstone recommends working with projects starting at 

the bottom left edge or corner and working to the right.  
This ensures proper positive to negative ship lap fit. 
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(A) Marking for the  

overall panel length cut-off  

 
(D)  

Marking for the 

negative lip score cut 

 

1) Measuring the gap (fitted panel length)   
Measuring from left to right, measure from the 
inside grout line (for Random Rock) or from the 
inside product edge (for Stacked Stone) (A) to the 
inside negative lip edge (B) of the right end piece 
or corner. (your tape has to get behind the panel 
to do this). This measurement represents the 
overall panel length cut off.  

 
2) Laying out and marking  

Using a dark colored marking pen and square, 
mark the overall panel length cut off (A) as done 
in step 1 on the back side of the panel. Make sure 
you have measured from the points designated 
by the arrows. Double check that you are 
measuring from the correct end of the panel.  

 
For the score cut (so you will have the proper 
overlap) subtract the width of the positive lip (C) 
from the overall panel length cut off measurement.  
Mark a second line parallel to the first line to 
indicate this measurement (D). 

 

3)  Score cutting and cutting the panel to length 

Score cutting: Before making the first (score) cut, 
set the rip depth to match the depth of the panelsô 
existing negative lip depth. 

 

Cutting the panel to length: reset your blade to the 

appropriate    (Manufacturerôs    recommended)     through-cut  
setting so that you can safely cut the panel to length. 
 
Please Note: Follow all safety precautions provided by the 

manufacturer of the particular saw or tools you work with. We show 

this model and rip depth adjustment style to illustrate the step. 
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4) Score Cut  
Should closely match the 

depth of the negative lip.  
 
 
 
 
 
 
 
 

Cut to length panel end 
 

 

5) The third and final cut  
Stand the panel on end, align your handsaw blade between the 

edge of the negative and positive lips at opposing top and 

bottom panel sides. Cut through until the section falls out.  
 

Congratulations, youôve just created a negative lip in a 
custom fitted panel.  


